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Initial password: 0000

Note: please read the manual carefully before use.

Thank you for purchasing our products. In order to continuously improve
the quality of the controller and improve its functions, our company
reserves the right to modify the content and icon display at any time. The
actual display may be different from the operation manual, so the actual
situation shall be subject to

the machine.When using the controller, please follow the function and
installation method described in the operation manual. Our company will
not be responsible for any indirect or indirect loss or damage caused by
improper use of the product by any person or entity. If you have any
problems or find any omissions or errors in the operation manual, please
contact us!
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Safety and matters needing attention

1.

2.

Please read this manual carefully before installation to avoid safety
problems and instrument damage caused by wrong records.

Please avoid high temperature, high humidity and corrosive environment
to install the controller, and avoid direct sunlight exposure.

. Special wires shall be used for the transmission line of electrode

signal. It is suggested to use the wires provided by our company
instead of generalwires.

. When using the power supply, it should avoid interference from the power

supply, especially when using the three-phase power supply, the ground
wire should be used correctly (if there is a power surge phenomenon
occurs, the controller's power supply and control devices such as: dosing
machine, mixer, etc. can be separated, that is, the transmitter uses a
separate power supply.)

. The controller output contacts carry alarm and control functions. For

safety and protection reasons, please be sure to connect external relays
with sufficientcurrent value to protect the safety of the instrument.
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I Overview

This controllerr has a high degreeof intelligence and flexibility. It can
measure pH/ ORP value and temperature at the same time.

It is widely used in urban sewage treatment plants, water supply
and other industries and can continuously measured the pH/ORP
value of solution.

Basic function

1.Language diversity. Factory standard is Chinese interface and can switch to
English interface.

2. Temperature compensation diversity. PT1000, NTC10K and manual
temperature compensation are available in three temperature
compensation modes.

3.4-20MA outputs, corresponding to PH/ORP value and temperature, using
isolation technology, strong anti-interference ability

4.The high and low points of the three sets of relays can be switched freely,
and the hysteresis can be adjusted freely to avoid relays on and off
frequently.

5.Password management function is to prevent the wrong operation

by non- professional personnel.

6.Menu prompt function, greatly facilitates the user's operation.

Instrument technical parameters

Measuring range: PH(0-14PH, 0.0~14.0PH,0.00~14.00PH)ORP( -1999 ~
1999 MV) Accuracy: 0.01 pH; £ 1 mV

Resolution: 0.01pH; 1mV

Temperature compensation: 0~100 ‘CManual / Auto(PT1000/NTC10K)
Signal output: 4-20mA isolation protection output, independent
corresponding PH/ORP or temperature, maximum load is 500Q.

Alarm output: Three-groupcan randomly correspond to high and low point
alarms (3A/250 V AC), normally open contact relay.

Power supply: AC100~240V or DC

24\V. Power consumption: <5W

Environmental condition: (1) temperature 0~60 C (2)
humidity<85%RH Dimensions: 96x96x132mm (HxWxD)

Cut off dimensions: 92.5x92.5mm (HxW)
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Il Combination and installation

2.1 Main engine fixed (panel mounting)

Note: For panel installation, please reserve a square hole of 92.5*92.5mm on

the panel of control box.

2.2 Panel mounting reference drawing

92.5mm

92.5mm "l

. Mounting clips
Cut-off dimensions

Y

A

112mm 87mm
“—>

I | I
" +| |+

Control box cut-off dimensions
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2.3 Sensor and protection tube

2.3.1 Sensor cable

Net wire

R : / The first layer of black

\ The second layer Thorough stripping

Transparent wire

Configuration of coaxial cable:
Center line: + sensor wire line: - sensor reference line

The correct configuration diagram like up, the outer peel of the black rubber
mandrel guide be stripped off. Conductive rubber or aluminum foil sensor
signal line of the central axis and the cable must be stripped off. The cable
extends to the middle of the host, can’t have any contact, directly to the central
axis of the cable to the GLASS contact is connected to the back of the host,
the cable connected to the Ref contact.

Note: if the standard cable can’t meet the requirements, shall not extend t he
cable, please contact the supplier to provide a dedicated cable, otherwise the
instrument produces adverse consequences to bear. Recommended site not
more than 30m to extend the cable, or need to increase the signal amplifier.
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Installation

How to build a pH Measurement System

B ann™
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A Immersion system in open basin A
L]

B Flotation system in variable water levels
C Fow-through system

D 1/2" & 3/4" pipe mounted system

E 17 pipe mounted system

F Side-entry system in vessel

G Top-entry system in closed vessel

Pipeline Installation Considerations

# Main pipeline
PP — Main pipeline
ensor
Sensor
Branche B h
ranches
-

Vgl[_\_/_e

< f—>

Flow cell Flow cell
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Note: (1) The sensor should be installed in the bypass of the main pipeline,

the front end should install the valve, control the flow rate, the flow
rate should be as small as possible, generally as long as the outlet
has a stable aqueous solution dripping out can be. The sensor should
be installed vertically and penetrate into the active water body, and
the outlet should be higher than the inlet to ensure that the electrode
is completely immersed in the solution.

(2) The sensor should be calibrated before installation.

(3) The measuring signal is a weak electrical signal, its acquisition
cable should be independent wiring, and the power line, control line
connected to the same set of cable connectors or terminal panels,

so as not to interfere with or penetrate the measuring unit.

Plastic shell sensor sink type installation

1. Sensor back-end threads wrapped with

. appropriate raw material tape (toprevent
Junction boxe—-{

. leakage).
. plice 1
Splice 2 2. Pass the sensor cable through the sensor

protection tube, and tighten the thread of the
sensor back-end to the thread of the innershell.
I:[_d]] Fixed trestle 15 cm cable is reserved at the tail of the

Sensor holder protective tube. The cable passes through the

splice-1. Lock it with the PG9 joint, and peel the

cable with the reference sensor stripping method.
3.  After the sensor extension line is stripped, it

passes through the splice-2 and locks, and

extends to the main machine.
pH Sensor

4.  For reserved wires, the REF to the REF, the
GLASS to the Glass, fixed on the M4 screws, and

then fixed the bracket to the pool, fixed well to

complete the assembly.
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Glass shell sensor sink type installation
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Junction box—

Splice 2 =U_

Fixed trestle

~_|

—

Sensor holder

%ﬁ H sensor
Rubber stopper P
Sensor sheath I

1. Wet the sensor and insert it into the rubberstopper.

2. Put the sensor cable through the protection tube,
insert the rubber stopper into one end of the thread
Splice 1 olitside the tube, and fix the sensor with the PP sheath.
The thread must be tightened, otherwise water will leak.
Reserve about 15CM cable in the tube. The cable
passes through the bundle head 2 and is locked with
the PG9 joint. Strip the cable with reference to the
sensor stripping method.

3. The sensor extension wire is stripped, threaded
through the splice-1 and locked, and extended to the

main machine.

4. For reserved wires, the REF to the REF, the GL

ASS to the Glass, fixed on the M4 screws, and the

n fixed the bracket to the pool, fixed well to compl

ete the assembly.
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III Electrical wiring

3.1 Back wiring diagram

4 ™
(A~ )
| OJf O

IJ ( A k
Glass -11 @ [
D @ 01- REL1 NC 12 @ ]
1] @ 02-REL1 NC -13 @ d
0 @ 03-REL2 Ref -14 Q |t
NC -15 S |
1] @ 04- REL2
T/NTC --16 Q |t
: @ 05-REL3 T/NTC+-17 S |3
1 06- REL3 /P18 g :
1] @ o7 NC T/P-19
f @ 08 N i% *-20 S |
! @ £ 302 I
09-NC 2 = g+-22
| S RN
-t i NC-24 @ 0
S/N:0149316250013 S s
|\ J
/k\t y/)\
N~ | i
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3.2 Back contact function diagram

01 REL1: First alarm control, connect to externalrelay
02 RELZ1: First alarm control, connect to external relay
03 REL2: Second alarm control,connect to external relay
04 RELZ2: Second alarmcontrol, connect to external relay
05 REL3: Thirdalarm control, connect to external relay
06 REL3:Third alarm control, connect to external relay
07NC:NC

08 AC:AC power supply 100-240V(L), DC: 24V+

09 NC:NC

10 AC:AC power supply 100-240V(N), DC: 24V-

11 Glass: pH/ORP +

12 NC: NC

13 NC:NC

14 Ref: pH/ORP -

15 NC: NC

16 T/INTC:NTC10K temperature resistance interfacel

17 T/INTC: NTC10K temperature resistance interface 2
18 T/P: PT1000 temperature resistance interfacel

19 T/P: PT1000 temperature resistance interface2

20 pH-ma(+): pH/ORP current output positive end

21 pH-ma(-): pH/ORP current output negative end

22 T-ma(+):Temperature current output positive end/RS485 A connector
23 T-ma(-):Temperature current output negative end

24 NC:NC /RS485 B connector

AC: 100~240VAC + 10%

50/60hz; DC: 24V,

Power: 7W;

Relay: withstand voltage 220VAC, maximum current
0.5A Output current: 500 Q maximum resistance.

11
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Electrical connection
08 -N
g > 220VAC Input
10 -L
S GLASS-11 Clear wire
@ REF -14 Black wire
01-RELAY1 /1
S AC220V Power Supply
S| 02-RELAY1 S| P 18 Yellow wire
S TP -19 Red wire
Alarm device
Al tout GRT1010W
arm outpu PH Sensor wiring
S 20
S| pH current output o 22 A+
S| 23 GND RS485 output
@ 22 @
Temperature current output 24B-
S| 23
RS485 wiring

12
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IVPanel introduction

4.1Panel introduction

= S
©
R1 R1-H R3
@ R2-L ©
B2 pH| RS
@ PH Electrode

2020-01-01

-

RelUINICICR

4.2 Key description

To prevent improper operation by non-users, enable password protection
when entering parameter settings and corrections. Each function
description is as foll ows:

Esc : [lrigger the setting interface in the measurement mode,
return to the previous menu under the setting interface.

v: Switching and numerical adjustment of menus under the setting

interface. A: Switching and numerical adjustment of menus under the

setting interface. ’: View historical alarm information in measurement

mode, enter the next

level menu under the setting interface, and the shortcut key of the alarm
information interface.

Enter: View the basic parameters in measurement mode, and the setting
interface is used to enter the next level menu, the shortcut key of the system
information interface.

13
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4.3 Display description

In the display mode of system measurement, it will be shown as follows:

Reading pH current Temp current
X

) R1-H _
7 rRo-L| /) unt
Electrode O O R3-H‘,/l—-
\ | pH //,ITrnp
- A T

PH Electrode 25

L J :
e 2020-01-01 09:25 AM umREL

Indicator light description:

R1:Action indicator of relay 1,the high displays the red light, the low
displays the green light.
R2:Action indicator of relay 2,the high displays the red light, the low
displays the green light.

System Information Alarm Information

Language: EN 1.2018-10-31 31:653 R2-L
Sensor Type: PH 2.2018-10-31 28:00 R2-N
Unit: pH 3. 2018-10-31 31.683 C1-H
Digital Filter: L 4.2018-10-31 28:00 C1-L

ESC ¥ A  ENT ESC ¥ A »  ENT

The figure above shows the display interface of system information and
alarm information respectively.

System information: All setting parameters of the meter are displayed in the
system information. Press Enter to enter the system information interface.

Alarm information: Up to 60 relay alarm messages can be stored. Press the
Pbutton to enter the alarm information interface.

14
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V Menu introduction

The instrument is divided into four first-level menus according to the function,and each
level menu includes two or even two sub-menus. Each menu is numberedfor easy
viewing and setting of meter parameters.

Moreover, the secondary menu will display the setting parameters of the lower menu
instrument according to the function at the upper right of the screen and the user can
know the instrument parameterswithout entering the lower menu.

The main menu includes four first-level menus:

1. System settingThe system setting parameters of the instrument include language,
password, date,backlight, etc.

2. Sensor settinglncludes display mode, calibration, digital filtering, temperature mode,
temperatureregulation, and compensation.3. Output settinglncluding relay 1, relay 2,

relay 3 and two 4-20mAsettings.
4. Factory resetIncluding setting recovery and alarm information recovery.

Menu prompt function: Enter the secondary menu and the parameter settingsfor the
next menu will be displayed at the top right ofthe screen.

For example, enter the backlight of the system setupmenu, the backlight parameter is
set to 30seconds.

Main Menu

1. System Settings
2. Sensor Settings
3. Output Settings

4. Factory Reset
ESC Y A S ENT
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Menu 1.1 Language

Both options, English or Chinese, are confirmed by ENTER.

Menu 1.2 Password

The default password of this controller is"0000".
You can change the password freely.After changing
the password, the userwill enter the new password
afterentering the setup menu next time.

Menu 1.3.1 Date format

This controller supports the selection of three
date formats, and you can select the
appropriate date format according to your
needs.

Menu 1.3.2 Date settings

Enter the date setting menu to set the year, month
day, hour, minute, and so on.

After successful setting, the system time of the
meter will automatically change to the settime.

16

Language

1.1.1 English

ESC

Password Settings 0000
mo0o
ESC ¥ A »  ENT

Date Format Y-M-D

1.3.1.1 Year-Month-Day
1.3.1.2 Day-Month-Year
1.3.1.3 Month-Day-Year

ESC ¥ A - ENT

Date Settings 2020

1.3.2.1 Year
1.3.2.2 Month
1.3.2.3 Day
1.3.2.4 Hour

—

en

=
=
N

k]

4

A 4

m

=z

_|
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Menu 1.4 Backlight

This instrument supports four kinds of Backlight 30s

backlight time, the user can set the

corresponding backlight time according to (ECCs
: 1.4.2 60s
the demand. The screen will darken when
the meter reaches backlight time 1.4.3 120s
) ' 1.4.4 Always

ESC ¥ A - ENT

5.2 Sensor Settings

Display Modes 14.00 pH

Menu 2.1 Display mode 2.1.1 14.00 pH
This instrument supports 7 display modes, 2'1'2 14'00 pH-Ti

each display mode represents different 21.3 +2000mV-ORP
measurement accuracy and measurement PR

. . 2.1.4 14.0 pH
unt selection. Esc v UL > ENT

Remarks:

14.00PH : need to use pH sensor, the measuring range is 0.00-14.00PH.
14.00pH-Ti: need to use pH sensor(Tl), the measuring range is0.00-14.00pH.
+2000mV-ORP: need to use ORP sensor, the measuring range is -2000~+2000mv.
14.0pH: need to use PH sensor, the measure range is 0.0 — 14.0pH.

14.0pH-Ti: need to use pH sensor(Tl), the measuring range is 0.0 —14.0pH.

14pH: need to use PH sensor, the measuring range is 0 — 14pH.

14pH-Ti: need to use pH sensor(Tl), the measuring range is 0 —14pH.

Menu 2.2 Coefficient settingsThis menu has two types:

2.2.1 Calibration 2-point

2.2.2 Calibration 3-point
Because the principle of two-point calibration is the same as that of
three-point calibration, here we take two-point calibration as an
example.

17
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2.2.1 Cal. 2 Point

Two-point calibration includes low/high point
calibration: the default setting of low-point

calibration is 4.00pH. First, clean the probe and

dry it. Insert pH probe into the buffer calibration |[KQWAGZ1H 4.00/177.0
solution of pH 4.00, obsetve the mV in the

calibration page, wait for the mV to stabilize at

177.0mV(177*20) and press Enter to save it. 4 O O

Then do high-point calibration pH 7.00, wait for " pH

the mV to stabilize at 0OmV(0£20).
25.0 C 177.0 mv

T-pH Sensor calibration process:
4.00pH buffer solution: -170£50mV ESC Y Fs > ENT
7.00pH buffer solution: -320£50mV

High Cal. 7.00/0.0

The measured value of the meter is filtered by 0.0
means of averaging, and three digital 25.0 U mv

filtering methods are supported. ESC A 4 A | 3 EN

Low point: average every 5seconds
Midpoint: average every 10 seconds

High point: average every 20 seconds — n
Digital Filter L

Note: The rate of change of the low pointis 931 |
higher than the rate of change of the highpoint. 2'3'2 M

2.3.3H
ESC ¥ A =  ENT

—

Menu 2.4 Temperature mode
This controller support PT1000 and NTC10K

temperature sensor.

Temp. Mode PTC

Note 2.4.1 PTC'C: PT1000 temperature

sensor, Celsius display mode. 2.4.1PTCT
2.4.2 NTCC: NTC10K temperature sensor, 24.2NTC C
Celsius display mode. 24.3MTC C

2.4.3 MTCC: manual mode, Celsius display 2 4.4 PTE °F

mode.
2.4.4 PTFF: PT1000 temperature sensor, ESC___ ¥ & > ENT

Fahrenheit display mode.

2.4.5 PTFF: NTC10K temperature sensor,
Fahrenheit display mode.

2.4.6 MTF°F: manual mode, Fahrenheit
display mode.

18
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Menu 2.5 Temperature Settings

The temperature adjustment is divided into

twoparts, the upper part is the temperature Temp. Settings 250
adjustment value, and the lower part is

theadjusted temperature display value. Press

Enter, the temperature display of the controller +250 °C
will be the adjusted value.

m
(@]
-
|
Y
m
_|

Menu 2.6 Compensation . L

Users can set the temperature compensation

parameters freely according to the

actualsituation.

After confirming by press Enter

the measured values will change accordingly

according to the temperature compensation Temp. Lin COMP 0.00%
parameters.

Note:The temperature

compensation reference temperature
of the instrument is fixed at 25 °C,
and the calculation formula is: ESC ¥ A for ENT

Ct = C25{1+a(T-25)}

C25 is PH/ORP value at 25 ° C.

a is temperature compensation
coefficient T is temperature of the
solution to be tested Ct is temperature
of TC

00.00 %

5.3 Output Settings

The output settings mainly include Relay 1, Relay 2, Relay 3 and 4-20mA settings,
of which 4-20mA correspond to the measured values of temperature. Th
e following takes the Relay 1 and 4-20 mA of pH as an example.

Menu 3.1 Relay 1 Settings

Relay-1 Settings Mode
Relay 1 contains 3 sub-menus.

- 3.1.1 Relay-1 Mode
31; Sﬁliﬂ 2”?8% 3.1.2 Relay-1 STOP
1. 3.1.3 Relay-1 RUN

3.1.3 Relay-1 RUN
ESC ¥ A - ENT

19
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Menu 3.1.1 Relay-1 Mode Relay-1 Mode Off
It has 8 modes: Off, High, Low, Within, outof, 3.1.1.1 Off
Time, High Temp, Low Temp. 3.1.1.2 High

3.1.1.3 Low

3.1.1.4  Within

ESC ¥ A >  ENT

Menu 3.1.2 Relay-1 SP (trigger value)
The user can freely set the trigger value within

the range allowed by the meter and press Relay-1 SP1 4.00 pH

Enter to confirm.

04.00 pH

ESC ¥ F =  ENT

Menu 3.1.3 Relay 1 hysteresis value

The user can freely set the hysteresis value wit

hin the range allowed by the meter and press

Enter to confirm. Relay-1 Hys 0.02 pH

m
wn
@)
-
|
Y
m
b
_|

20



Menu 3.1.1.4 Within

The user can select the mode within the range
of relay 1 according to the demand and press
the Enter to determine.

Relay 1 trigger value 1=5.00
Relay 1 trigger value 2=8.00
Relay 1 hysteresis value = 1.00

Snew Trading & Solution Sdn Bhd

3.1.1.4 Within
3.1.1.5 Outof
3.1.1.6 Time

3.1.1.7 High Temp.

ESC v A » ENT

This setting relay working state is: when the display value is lower than 8.00,the relay is suction;when the relay is

below 4.00, the relay is disconnected, when the display value is higher than 5.00, the relay is suction; when the relay

is higher than 9.00, the relay is disconnect.

Disconnect value = trigger value 1-hysteresis value = trigger value 2 + hysteresis value

Menu 3.1.1.5 Outof
The user can select the mode within the range

of relay 1 according to the demand and press
the Enter to determine.

Relay 1 trigger value 1=5.00

Relay 1 trigger value 2=8.00

Relay 1 Hysteresis value=1.00

When the display value is lower than 7.00, the ralay
is disconnect; lower than 5.00, the relay is suction;
higher than 6.00, the relay is disconnect; higher than
8.00, the relay is suction.

Disconnect value=trigger value 1+ hysteresis=trigger
value 2-hysteresis value

Menu 3.1.1.6 Time

STOP=5s, RUN=10s

The working status at this time is:Run continuously for
10 seconds, then rest for 5 seconds, then run for
another 10 seconds, and rest for another 5 seconds.
This process is cyclical.

Menu 3.1.1.7 High Temp.

Relay 1 trigger value=30C

Relay 1 hysteresis value=10°C

When temperature is higher than 30°C, the relay is
suction, lower than 20°C, the relay is disconnect.
Disconnect value=trigger value-hysteresis value

Note: 3.1.1.8 Low temp, Disconnect value= trigger
valuet+hysteresis value

High point
trigger

value S

value

Hys
. value
Low point
trigger
value

ON OFF ON OFF ON OFF ON
ON= relay is suction
OFF= relay is disconnect
A,
Trigger
value .
Trigger
________ value |.________
STOP RUN STOP | RUN

Hys ‘ / ///
H|gh tevaaIueH/ 3 //
trigger [/ T[T T 77 e
value OFF h ON

v

OFF= relay is disconnect, ON= relay is suction

21
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Note:
Greater than (or less than) the alarm trigger value is pulled in. Below (or
greater than) the hysteresis value is released.

The relay action diagram is as follows:

4 High point trigger:

Relay 1 mode= high point

Relay 1 trigger=5.00

High [ y~ rager

pOInt Hys value Relay 1 hyStereSIs=1 -00

trigger = S - -t - - At this time, the working state
value is: When the display value is

o L _ higher than 5.00, the relay
isconnect Suction [Pisconnecf  Suction

- v K——— sucks in, and when the display

» | value is lower than 4.00, the
relay is disconnected.

In high point mode,
disconnection value = trigger

value - hysteresis value

A Low point trigger:

Relay 1 mode= low point
Low F—4— H—Y%— — ——— - Relay 1 trigger=2.00
tpomt Hys value \ Relay 1 hysteresis=1.00

rigger y

value At this time, the working state
is: When the display value is
Suction Oisconnect | Suction} Disconnect less than 200’ the relay will

- = : suck in, and when the display
value is higher than 3.00, the
relay will be disconnected.

In low-point mode,
disconnection value = trigger

value + hysteresis value

A 4

Menu 3.2 Relay 2
The settings of relay 2 is the same as the setting principle of relay 1, please
refer to the setting of relay 1.

Menu 3.3 Relay 3
The settings of relay 3 is the same as the relay 1 and relay 2.

22
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Menu 3.4 Current-1

Menu 3.5 Current-2

Menu 3.4.2 Current-1 Set.4mA

Menu 3.4.3 Curren-1 Set.20mA

Note: The dissolved oxygen value and

Snew Trading & Solution Sdn Bhd

Output Settings

3.2 Relay-2
3.3 Relay-3
3.4 Current-1
3.5 Current-2

ESC VvV A EN

v
—

Current-1 Set.4mA 0.05 pH

00.05 pH

ESC hd A > ENT

Current-1 Set.20mA 0.05 pH

current value set in 4-20mA correspond
to each other, and the calculation formula

IS:

00.05 pH

outMa = (20.00-4.00) / (endMa - startMa) *

(hold- startMa) + 4.00

outMa is the value of output current

startMa: pH/ORP value set by 4mA

ESC hd A > ENT

endMa: pH/ORP value set by

20mA Hold is present measured
value

For example, 4mA is set to 0.00pH,

20mA is set to 14.00pH, and when
the pH

value is 7.00 PPM, the current output

is 12. 00mA.



3.4.4 Current-1 Cal. 4mA

After entering the calibration interface,
the current output value will be displayed
on the screen. The ammeter will
measure the output current value of the
current 1 and adjust the current value on
the screen to be the same as the current
value measured by the ammeter.

3.4.5 Current-1 Cal. 20mA

5.4 Factory Reset

Menu4.Factory Reset

Press Enter to confirm, all the
parameter settings of the meter will be
restored to the default value.

Menu 4.2 Alarm Reset

After pressing Enter key, the alarm
information of the meter will be
cleared.
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VIDefault factory settings
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Menu Range setting Factory default
Sensor type PH/ORP/Ti PH
Digital . : . -
19t Low/middle/high point Low point
filtering
Calibration 2-point/3-point 2-point
Temperatu_re Auto/manual manual
compensation
0.0 ~ 100.0 C 25.0 C
Manual
temperature
compensation
: . pH: 0.00 ~ 14.00 pH pH: 12.00 pH
High point
trigger ORP : - 1999 ~ + 1999 mV ORP : + 900 mV
value
High point pH:0.00 ~ 14.00 pH pH: 1.00 pH
hysteresis
value ORP : 0~+1999 mV ORP:100 MV
: H:0..00 ~ 14.00 pH pH:2.00  pH
Low point # P
tcg_lgueer ORP : -1999 ~ +1999 mV ORP : - 900 mV
pH: 0.00 ~ 14.00 pH pH: 1.00  pH
Low point
hysteresis ORP : 0~ +1999 mV ORP : 100 mV
value
4mA pH: 0.00 ~ 14.00 pH pH:0.00 pH
correspondin
value ORP : - 1999 ~ + 1999 mV ORP : - 1999 mV
20mA pH: 0.00~ 14.00 pH pH: 14.00  pH
corresponding
value ORP : -1999 ~ + 1999 mV ORP : + 1999 mV
User
0 ~ 9999 0000 ( general
password

password:6666 )
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Maintenance

APURE controllers in general normal circumstances, do not need to do any maintenance, only
electrodes need to be regularly cleaned and corrected to ensure accurate and stable
measurements and maintain normal system movements.

The cleaning cycle of the electrode depends on the degree of contamination of the test water
sample, in general, it is best to be able to clean and maintain regularly once a week: the following
table for different properties of pollution, the required cleaning liquid to do an introduction
explanation, to provide operators as a cleaning and maintenance reference:

Clean the sensor with 0.1M NaOH or 0.1M

General pollution HCL for serveral minutes.

Contamination of The sensor was immersed in Pepsin/HC
sensor diaphragm L solution for several hours.

caused by protein in
test solution

Sulfide contamination The sensor was immersed in Thiourea/H

(black of sensor CL solution until the diaphragm became
diaphragm) white.

Pollution of grease or The sensor was briefly cleaned with

organic matter acetone or ethanol for several seconds.

Platinum sensor can be cleaned with clean cloth stained with water.

When using the above method to clean the sensor, please rinse
them thoroughly with clean water, and put the electrodes into 3M
OL KCL solution for about 15 minutes, then do the sensor
calibration again.

During the sensor cleaning process, do not rub the sensor
sensing glass head, or mechanical cleaning electrode, otherwise

it will produce electrostatic interference, affecting the reaction.
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Note: The sensor cleaning cycle must depend on the degree of
contamination of the water quality, it is generally recommended to
clean and correct at least once a week, or according to the sensor
operating instructions and the original recommended cleaning
sensor(probe).

ModbusRTU Communication Protocol

Settings: 9600 N 8 1
Protocol: MODBUS RTU
FC CODE: 0x03 Reading 0x06 Modify

FC ADD Name Format Expound

03 1008 Main data(pH,

03 1009 ORP,EC, DO, | 'EEE75432- PH/ORP

bit
CL, etc)

03 1010 Temperature IEEE754 32- Temperature

03 1011 P bit P

03 1012 Main data Unit INT16 Check list

03 1013 Temperature Unit INT16 Check list
Range: 1-255,

(Unknow address

03/06 | 3600 Device address INT16 modification by 00 AA

2C 01 FD 04.
01is add,FD is
04CRC16 check)
0:2400 1:4800
03/06 3601 Baud rate INT16 2-:9600 3:19200
0: no output
1: main data high
point
Relay 1 output 2: main data low
03/06 3100 settings INT16 point
3: temperature high
point
4. temperature low
point
03/06 3101 Relay 1 trigger IEEE754 32-
03/06 3102 value bit
03/06 3103 Relay 1 IEEE754 32-

03/06 3104 hysteresis value bit
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0: no output
1: main data high

point
Relay 2 output 2: main data low
03/06 3200 settings INT16 point
3: temperature high
point
4. temperature low
point
03/06 3201 Relay 2 trigger IEEE754 32-
03/06 3202 value bit
03/06 3203 Relay 2 IEEE754 32-
03/06 3204 hysteresis value bit

0: no output
Current 1 output Hipu

03/06 3300 . INT16 1: measuring value
settings
2: temperature
3301 Current 1-4dma
03/06 3302 corresponding IEEEE? 32-
value
3303 Current 1-20ma
03/06 corresponding IEEE/54 32-
3304 bit
value
Example: Read the measurement
Device send command (Hexadecimal)
01 03 03 FO 00 02 C4 7C
Add FC Register | Register | Register | Register | CRC- CRC-
Code Add Add Length | Length | high low
high low
Received:
01 03 04 00 | 00 | 40 | EO CA 7B
Add FC Data 4 byte floats CRC- | CRC-
Code | length high low

Note: Floating-point data is a 32-bit IEEE 754 format above the table as an example, divided into two
16-bit register data transmission, the last 16-bit register (00 00) first pass, the first 16-bit register (40
EOQ) data pass, each 16-bit format is high before, low after. For example, now that ph measures bit
7.00, the 16-step of floating points is displayed as 40 EO 00 00 and the transfer order is 00 00 40 EO
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Unusual response format description:
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If the sensor does not perform the upper computer command correctly, the following format
information is returned:

Add | FC Code | CODE CRC-
check
Data | ADDR COI\lfII+80 XX CRC 16
Byte | 1 1 1 2
a) CODE:

01 - lllegal function code
02 - lllegal data address bit
03 - lllegal data

b)COM: The received function code
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