
• ECO::Watch Boron Analyzer is a

microprocessor controlled On Line analyzer

specifically designed for automatic Boron

monitoring on several types of water matrices.

1. FEATURES AND BENEFITS

• Fully Automatic Operation

• Long autonomy ; low maintenance, operating

cost

• Low reagents consumption; short preparation

time; low disposable costs

• Easy operation; plug in analyzer, no special

training is required

• Electronics and hydraulics completely

separated

• Serial interface for local o remote PC

connection (option)

2. Sample Dilution

• Sample can be analyzed as it is or after

automatic dilution. Automatic dilution is

factory adjusted for high range applications.

3. Measuring Interval

User selectable; between two measurements the 

analyzer remain in stand by mode, without 

reagents consumption.

ECO::Watch Boron Analyzer



Measuring Principle Colorimetric, azomethyne H

Colorimeter Dual beam, silicon detector

Measurement Type cyclic

Measuring Interval Programable

Measuring Time About 35 Minutes

Measuring Range 0-2 up to 50 ppm (other range available on request)

Detection Limit Typically better 2 % of F.S

Repeatability Better than 2%

Output Signal 4 – 20 mA

Input Signal n.1 Analysis, n. 1 calibration; digital contacts

Sample / Waste Delivery Pressure free

Sample Temperature 10 ~ 30°C

Reagent Replacement ¾ weeks depending on operating temperature

Protection IP55

Hardware
PC104 industrial standard, Integrated keyboard and graphics display, 

RS232 option5

POWER SUPPLY
12 V DC external power supply included; 8W Standby; 15W (mean) 

analysis

Weight 33Kg without Reagent

Demension 800 * 450 * 300

l Specification


