
EXTRUDED
COAL BASED 

ACTIVATED CARBON

VESORB
 
®



VESORB
ACTIVATED
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VESORB  is a Malaysia's Leading Brand for
activated carbon, technologically competent
and an experienced Brand of activated
carbon. We are the pioneers and innovators of
modernized and extremely efficient Carbon
products for applications covering almost all
the available resources on Earth.

G E R M A N Y  T E C H N O L O G Y  O F

A C T I V A T E D  C A R B O N

WHY CHOOSE US? WHAT
CAN WE DO FOR YOU?
WHAT DO WE OFFER?

Oleo Chemical Process Decolor and Deodorization
Chemical & Bulk Drug Industries (Toxic Herbicides)
Food and Beverage Industries
Water and Waste Water Purification Industries
Air & Gas Purification Treatment
Automotive Applications
Odour Suppression
Metal/Mining Applications
Medicinal and Pharmaceutical Treatment

Products Application:
1.

2.
3.
4.
5.
6.
7.
8.
9.

Activated carbon is refined with coconut shell,
coal, palm shell or wood as raw material, and
its shape is amorphous particles. It has the
characteristics of high mechanical strength,
developed pore structure, large specific
surface area, fast adsorption speed, high
adsorption capacity, easy regeneration and
durability.

Y O U R  O N E  S T O P  W A T E R  T R E A T M E N T  S U P P L I E R
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VESORB 
Activated Carbon 

CATEGORY
Steam Activated
Acid Impregnated
KOH Impregnated
Sulphur Impregnated
Others 

®



APPLICATION
EX4 is an activated carbon that is suitable for the removal of a wide range of

organic pollutants in the vapour phase. The predominance of micropores ensures

effective removal of low molecular weight contaminants, present in low

concentrations. The extruded form of this product offers exceptional hardness

and durability, especially in annular and deep bed adsorption units where loading

stress may be high. EX4 is suitable for use in inert gas purification, for example

carbon dioxide and nitrogen.

TECHNICAL SPECIFICATION
USS Mesh Size                   4mm 

Iodine Value                      1,100 mg/g min

H2S Adsorption                >0.03g/cc of media

Moisture Content            < 2 %

Water Soluble Ash           < 0.1 %

Hardness                            95 % min

Bulk Density                     0.40 – 0.50 g/ml

pH Value                            7 - 9

Arsenic                               2ppm max

CTC Activity Value         > 70%

25 kg per bag or jumbo bag.

PACKAGING

S T E A M  A C T I V A T E D
E X T R U D E D  V I R G I N

A C T I V A T E D  C A R B O N  
( M O D E L :  E X 4 )

EX4 coal base steam activated extruded activated carbon is made from virgin

coal by using special technology. It features highly developed porous structure

and large special surface, especially large micropore volume, and also great

hardness, wear and impact resistance, and ease of regeneration

DESCRIPTION



A U T H O R I Z E D  D E A L E R :

CHEMICAL IMPREGNATED EXTRUDED 
 ACTIVATED CARBON IS AVAILABLE UPON
REQUEST

O T H E R S  I N F O R M A T I O N

THE INFORMATION, STATEMENTS AND RECOMMENDATIONS STATED IN THIS PRODUCT DATA SHEET IS ACCURATE AND
RELIABLE TO THE BEST OF OUR TECHNICAL KNOWLEDGE AT THE DATE OF ITS PUBLICATION. SELLER MAKES NO OTHER
WARRANTY OR REPRESENTATION OF ANY KIND, IMPLIES OR EXPRESS, CONCERNING THE PRODUCT INCLUDING NO
IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS OF GOODS FOR ANY OTHER PARTICULAR PURPOSES. 


